
          TÜV Rheinland (Shanghai) Co., Ltd. No.177, 178, Lane 777 West Guangzhong Road, Jing'an District, Shanghai, China 
Mail: service-gc@tuv.com  Web: www.tuv.com 

 

Prüfbericht - Produkte                                
Test report - Products 

 

 

 

Prüfbericht-Nr.:  
Test Report No.: CN211BAS 001 

Auftrags-Nr.: 
Order No.: 

244351544 
Seite 1 von 48 
   Page 1 of 48 

Kunden-Referenz-Nr.:  
Client Reference No.: 2175865 

Auftragsdatum: 
Order date.: 

2021-08-04 

Auftraggeber: 
Client: 

Shanghai Zhida Technology Development Co., Ltd.  
Room 1001-1,No127,Guotong Road,Yangpu, 200433 Shanghai, P.R. China 

Prüfgegenstand: 
Test item: 

ZHIDA AC Charging Pile 

Bezeichnung / Typ-Nr.: 
Identification / Type No.: 

ZDT5-CC1-W11E-1122, ZDT5-CC1-W11E-2222, ZDT5-CC1-W12E-2222 
ZDT5-DC1-W11E-1122, ZDT5-DC1-W11E-2222, ZDT5-DC1-W12E-2222 

Auftrags-Inhalt: 
Order content: 

TÜV Rheinland EMC service 

Prüfgrundlage: 
Test specification: 

EN IEC 61851-21-2:2021       EN IEC 61000-6-1:2019        EN IEC 61000-6-3:2021   
EN IEC 61000-6-2:2019         EN IEC 61000-6-4:2019         

Wareneingangsdatum: 
Date of receipt: 

2022-03-28 

 

Prüfmuster-Nr.: 
Test sample No.: 

A003157164-001 

Prüfzeitraum: 
Testing period: 

Refer to test report 

Ort der Prüfung: 
Place of testing: 

Refer to clause 1.1 

Prüflaboratorium: 
Testing laboratory: 

TÜV Rheinland (Shanghai) 
Co., Ltd. 

Prüfergebnis*: 
Test result*: 

Pass 

   

geprüft von: / tested by: Somuns Chen 
 
 
   
Datum: /  Date: 2022-07-20 

   
Stellung: / Position: Senior project engineer 

 

genehmigt von: / authorized by: Jiayi Zhou 
 
 
 
 

Datum: / Date: 2022-07-20 
   
Stellung: / Position: Senior manager 

Sonstiges / 
Other: 

The emission requirements of EN IEC 61000-6-3:2021 and immunity requirements of EN IEC 
61000-6-2:2019 are stricter than those of EN IEC 61000-6-4:2019 and EN IEC 61000-6-1:2019 
respectively. Therefore, all the EMC tests were performed according to EN IEC 61851-21-2:2021, 
EN IEC 61000-6-3:2021 and EN IEC 61000-6-2:2019. 
Refer to the clause 2.2 for further information. 

Zustand des Prüfgegenstandes bei Anlieferung: 
Condition of the test item at delivery: 

Prüfmuster vollständig und unbeschädigt  
Test item complete and undamaged 

* Legende: P(ass) = entspricht o.g. Prüfgrundlage(n) F(ail) = entspricht nicht o.g. Prüfgrundlage(n) N/A = nicht anwendbar N/T = nicht getestet 
    Legend: P(ass) = passed a.m. test specifications(s) F(ail) = failed a.m. test specifications(s) N/A = not applicable N/T = not tested 

Dieser Prüfbericht bezieht sich nur auf das o.g. Prüfmuster und darf ohne Genehmigung der Prüfstelle nicht 
auszugsweise vervielfältigt werden. Dieser Bericht berechtigt nicht zur Verwendung eines Prüfzeichens. 

This test report only relates to the a. m. test sample. Without permission of the test center this test report is not permitted to be 
duplicated in extracts. This test report does not entitle to carry any test mark. 
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Test Summary 

 
5.1.1 HARMONICS ON AC MAINS 

Result: 
Passed 

5.1.2 VOLTAGE FLUCTUATIONS ON AC MAINS 
Result: 
Passed 

5.1.3 MAINS TERMINAL CONTINUOUS DISTURBANCE VOLTAGE 
Result: 
Passed 

5.1.4 CPT PORT CONTINUOUS DISTURBANCE DISTURBANCE VOLTAGE 
Result: 
Passed 

5.1.5 RADIATED DISTURBANCE (2 KHZ - 185 KHZ) 
Result: 
N/A 

5.2.1 RADIATED DISTURBANCE (30 – 1000 MHZ) 
Result: 
Passed 

5.2.2 RADIATED DISTURBANCE (1 – 6 GHZ) 
Result: 
Passed 

5.2.3 TRANSIENT EMISSIONS 
Result: 
N/A 

6.1.1 ELECTROSTATIC DISCHARGE 
Result: 
Passed 

6.1.2 RF ELECTROMAGNETIC FIELD IMMUNITY TEST 
Result: 
Passed 

6.1.3 POWER FREQUENCY MAGNETIC FIELDS 
Result: 
Passed 

6.2.1 FAST TRANSIENTS ON AC POWER LINES, CPT PORTS AND SIGNAL/CONTROL PORTS 
Result: 
Passed 

6.2.2 INJECTED CURRENT INTO AC POWER PORT, CPT PORTS AND SIGNAL/CONTROL PORTS 
Result: 
Passed 

6.2.3 SURGES TO AC POWER PORT 
Result: 
Passed 

6.2.4 VOLTAGE DIPS AND INTERRUPTIONS TO AC POWER PORT 
Result: 
Passed 
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1 Test Sites 

1.1 Test Facilities 

Laboratory A: TÜV Rheinland (Shanghai) Co., Ltd. 

Address: No.177, 178, Lane 777 West Guangzhong Road, Jing'an District,Shanghai, 

China 
 

Laboratory B: National Quality Supervision and Testing Center for Information 

Network Products 

Address: Building D, No. 1368, Wuzhong Avenue, Suzhou, Jiangsu, P. R. China 
 

The used test equipment is in accordance with CISPR 16-1 series standards for 

measurement of radio interference. 

 

The harmonic current emissions and voltage fluctuations/flicker tests have been conducted 

by “National Quality Supervision and Testing Center for Information Network Products” 

under supervision of TÜV Rheinland’s engineer. 

 

Refer to Clause 8 for test and measurement instruments. 
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2 General Product Information 

2.1 Product Function and Intended Use 

The EUT (equipment under test) is an ordinary AC charging pile to charge the batteries of 

battery electric vehicles (BEV). For the further information, refer to the user’s manual. 

2.2 Ratings and System Details 

Model Input Output 4G Bluetooth WIFI RFID 

ZDT5-CC1-W11E-1122 
AC 400 V 

50 Hz 
AC 16 A 
11 kW 

AC 400 V 
50 Hz 

AC 16 A 
11 kW 

- - - √ 

ZDT5-CC1-W11E-2222 - √ √ √ 

ZDT5-CC1-W12E-2222 √ √ √ √ 

ZDT5-DC1-W11E-1122 
AC 400 V 

50 Hz 
AC 32 A 
22 kW 

AC 400 V 
50 Hz 

AC 32 A 
22 kW 

- - - √ 

ZDT5-DC1-W11E-2222 - √ √ √ 

ZDT5-DC1-W12E-2222 √ √ √ √ 

Protective class: I 

Identities and differences: 

The above models are similar in their electrical characteristics, the differences among them 

are the type designation, rated voltage, rated current, rated power, RE module and 

mechanical aspects. With the consideration of the identities and differences, all the EMC 

tests were performed on the model ZDT5-DC1-W12E-2222.  

2.3 Independent Operation Modes 

The basic operation modes are: “Charging” or “Standby”.  

Refer to the circuit diagram for further information. 

2.4 Noise Generating and Noise Suppressing Parts 

Refer to the circuit diagram for further information. 

 

2.5 Submitted Documents 

Circuit diagram and rating labels. 
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3 Test Set-up and Operation Modes 

3.1 Principle of Configuration Selection 

 

Emission:    The equipment under test (EUT) was configured to measure its highest 

possible emission level. The test conditions were adapted accordingly in reference to the 

instructions for use. 

 

Refer to the related paragraph of this report. 

 

Immunity:  The equipment under test (EUT) was configured to have its highest possible 

susceptibility against the tested phenomena. The test conditions were adapted accordingly 

in reference to the instructions for use.  

 

Refer to the related paragraph of this report. 

3.2 Physical Configuration for Testing 

Refer to the related paragraph of this report. 

3.3 Test Operation and Test Software 

Refer to the related paragraph of this report. No software was used. 
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3.4 Special Accessories and Auxiliary Equipment 

Laboratory A 
 

No. Equipment Manufacturer Model Serial no. 

1. Resistance load box / 
WSTF-

LDJ110K/0.4S 
N/A 

2. 
IEC CP_EV 

Simulator 
ABB_Chargedot 

ABB_IEC2019110

4_V01 
N/A 

 

Laboratory B 

 
No. Equipment Manufacturer Model Serial no. 

1. 
Programmable DC 

load box 

Beijing Qunling Energy 
Resources Technology 

Co., LTD.  

BDCT-110060H 93H004171 

2. 
Regenerative grid 

simulator 
Chroma 61830 618303800140 

 

 

 

 

3.5 Countermeasures to achieve EMC Compliance 

No special measure is employed to achieve the requirement. 
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4 Conformity Decision Rule 

For all EMI tests (when included in this report), as measurement uncertainties are less than 

the values UCISPR given in CISPR 16-4-2, compliance with the limits is determined by 

comparing measurement results directly with corresponding limits without taking into 

consideration of measurement uncertainties. For all EMS tests (when included in this 

report), measurement uncertainties are not considered as well according to corresponding 

test standards. 
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5 Test Results EMISSION 

5.1 Emission in the Frequency Range up to 30 MHz 

5.1.1 Harmonics on AC Mains 

Result:      Passed 
 
 

Date of testing : 2022-06-16 

Test procedure : IEC 61000-3-2:2014, IEC 61000-3-12:2011, EN IEC 61000-6-

3:2021 and EN IEC 61851-21-2:2021 clause 6.2 

Test duration : 2.5 min. 

Harmonic order : 2 – 40th  

Frequency range : 0 – 2 kHz 

Ambient condition : Temperature: 23 ºC; Relative humidity: 54 % 

Test condition : Mode A:Charging mode with 50 % rated load 

Mode B:Charging mode with 100 % rated load 

Following are the measurement results, which were obtained via an automatic measurement 

system. 
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Table 1: Harmonic currents measurement result phase A, Mode A 

Equipment category: Class A; Test Voltage: AC 219.93 V; 50 Hz 

Fundamental current I1: 15.7026 A; Power factor: 1.000; Active input power: 10360.4 W.  

Harmonic 

order 

Result (avg.) 
(A) 

100% limit  
(A) 

Result (max.) 
(A) 

150% limit  
(A) 

Result 

2 0.0027 1.080 0.0035 1.620 Pass 

3 0.0476 2.300 0.0510 3.450 Pass 

4 0.0027 0.430 0.0033 0.645 Pass 

5 0.0814 1.140 0.0908 1.710 Pass 

6 0.0033 0.300 0.0038 0.450 Pass 

7 0.0928 0.770 0.1079 1.155 Pass 

8 0.0028 0.230 0.0033 0.345 Pass 

9 0.0209 0.400 0.0238 0.600 Pass 

10 0.0037 0.184 0.0042 0.276 Pass 

11 0.0606 0.330 0.0635 0.495 Pass 

12 0.0038 0.153 0.0045 0.230 Pass 

13 0.0484 0.210 0.0506 0.315 Pass 

14 0.0023 0.131 0.0026 0.197 Pass 

15 0.0148 0.150 0.0163 0.225 Pass 

16 0.0024 0.115 0.0028 0.173 Pass 

17 0.0399 0.132 0.0415 0.198 Pass 

18 0.0022 0.102 0.0026 0.153 Pass 

19 0.0203 0.118 0.0214 0.178 Pass 

20 0.0019 0.092 0.0022 0.138 Pass 

21 0.0134 0.107 0.0143 0.161 Pass 

22 0.0018 0.084 0.0020 0.125 Pass 

23 0.0139 0.098 0.0149 0.147 Pass 

24 0.0018 0.077 0.0021 0.115 Pass 

25 0.0101 0.090 0.0108 0.135 Pass 

26 0.0017 0.071 0.0019 0.107 Pass 

27 0.0061 0.083 0.0069 0.125 Pass 

28 0.0017 0.066 0.0019 0.099 Pass 

29 0.0046 0.078 0.0052 0.116 Pass 

30 0.0016 0.061 0.0019 0.092 Pass 

31 0.0032 0.073 0.0037 0.109 Pass 

32 0.0016 0.058 0.0018 0.086 Pass 

33 0.0027 0.068 0.0034 0.102 Pass 

34 0.0017 0.054 0.0019 0.081 Pass 

35 0.0020 0.064 0.0024 0.096 Pass 

36 0.0016 0.051 0.0018 0.077 Pass 

37 0.0020 0.061 0.0024 0.091 Pass 

38 0.0016 0.048 0.0018 0.073 Pass 

39 0.0030 0.058 0.0037 0.087 Pass 

40 0.0017 0.046 0.0019 0.069 Pass 
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Table 2: Harmonic currents measurement result phase B, Mode A 

Equipment category: Class A; Test Voltage: AC 219.91 V; 50 Hz 

Fundamental current I1: 15.8107 A; Power factor: 1.000; Active input power: 10430.793 W.  

Harmonic 

order 

Result (avg.) 

(A) 
100% limit  

(A) 
Result (max.) 

(A) 
150% limit  

(A) 
Result 

2 0.0021 1.080 0.0029 1.620 Pass 

3 0.0408 2.300 0.0444 3.450 Pass 

4 0.0036 0.430 0.0048 0.645 Pass 

5 0.0461 1.140 0.0584 1.710 Pass 

6 0.0034 0.300 0.0040 0.450 Pass 

7 0.0733 0.770 0.0888 1.155 Pass 

8 0.0031 0.230 0.0036 0.345 Pass 

9 0.0124 0.400 0.0158 0.600 Pass 

10 0.0025 0.184 0.0028 0.276 Pass 

11 0.0367 0.330 0.0390 0.495 Pass 

12 0.0043 0.153 0.0048 0.230 Pass 

13 0.0320 0.210 0.0345 0.315 Pass 

14 0.0026 0.131 0.0029 0.197 Pass 

15 0.0102 0.150 0.0111 0.225 Pass 

16 0.0027 0.115 0.0031 0.173 Pass 

17 0.0203 0.132 0.0216 0.198 Pass 

18 0.0020 0.102 0.0024 0.153 Pass 

19 0.0075 0.118 0.0088 0.178 Pass 

20 0.0018 0.092 0.0020 0.138 Pass 

21 0.0020 0.107 0.0025 0.161 Pass 

22 0.0017 0.084 0.0019 0.125 Pass 

23 0.0033 0.098 0.0039 0.147 Pass 

24 0.0017 0.077 0.0019 0.115 Pass 

25 0.0024 0.090 0.0027 0.135 Pass 

26 0.0016 0.071 0.0018 0.107 Pass 

27 0.0017 0.083 0.0019 0.125 Pass 

28 0.0016 0.066 0.0018 0.099 Pass 

29 0.0017 0.078 0.0019 0.116 Pass 

30 0.0016 0.061 0.0018 0.092 Pass 

31 0.0017 0.073 0.0019 0.109 Pass 

32 0.0016 0.058 0.0019 0.086 Pass 

33 0.0018 0.068 0.0020 0.102 Pass 

34 0.0016 0.054 0.0018 0.081 Pass 

35 0.0016 0.064 0.0019 0.096 Pass 

36 0.0016 0.051 0.0019 0.077 Pass 

37 0.0016 0.061 0.0018 0.091 Pass 

38 0.0016 0.048 0.0018 0.073 Pass 

39 0.0017 0.058 0.0019 0.087 Pass 

40 0.0016 0.046 0.0018 0.069 Pass 
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Table 3: Harmonic currents measurement result phase C, Mode A 

Equipment category: Class A; Test Voltage: AC 219.71 V; 50 Hz 

Fundamental current I1: 15.8455 A; Power factor: 0.999; Active input power: 10444.2 W.  

Harmonic 

order 

Result (avg.) 

(A) 
100% limit  

(A) 
Result (max.) 

(A) 
150% limit  

(A) 
Result 

2 0.0041 1.080 0.0053 1.620 Pass 

3 0.0546 2.300 0.0573 3.450 Pass 

4 0.0039 0.430 0.0048 0.645 Pass 

5 0.0484 1.140 0.0583 1.710 Pass 

6 0.0034 0.300 0.0039 0.450 Pass 

7 0.0806 0.770 0.0970 1.155 Pass 

8 0.0032 0.230 0.0036 0.345 Pass 

9 0.0150 0.400 0.0189 0.600 Pass 

10 0.0030 0.184 0.0035 0.276 Pass 

11 0.0229 0.330 0.0243 0.495 Pass 

12 0.0042 0.153 0.0047 0.230 Pass 

13 0.0343 0.210 0.0365 0.315 Pass 

14 0.0024 0.131 0.0027 0.197 Pass 

15 0.0049 0.150 0.0058 0.225 Pass 

16 0.0024 0.115 0.0027 0.173 Pass 

17 0.0196 0.132 0.0211 0.198 Pass 

18 0.0020 0.102 0.0023 0.153 Pass 

19 0.0064 0.118 0.0074 0.178 Pass 

20 0.0020 0.092 0.0023 0.138 Pass 

21 0.0020 0.107 0.0023 0.161 Pass 

22 0.0017 0.084 0.0019 0.125 Pass 

23 0.0045 0.098 0.0051 0.147 Pass 

24 0.0022 0.077 0.0025 0.115 Pass 

25 0.0029 0.090 0.0034 0.135 Pass 

26 0.0017 0.071 0.0020 0.107 Pass 

27 0.0017 0.083 0.0020 0.125 Pass 

28 0.0019 0.066 0.0022 0.099 Pass 

29 0.0017 0.078 0.0018 0.116 Pass 

30 0.0017 0.061 0.0019 0.092 Pass 

31 0.0018 0.073 0.0021 0.109 Pass 

32 0.0016 0.058 0.0018 0.086 Pass 

33 0.0017 0.068 0.0019 0.102 Pass 

34 0.0016 0.054 0.0019 0.081 Pass 

35 0.0017 0.064 0.0019 0.096 Pass 

36 0.0016 0.051 0.0018 0.077 Pass 

37 0.0019 0.061 0.0021 0.091 Pass 

38 0.0017 0.048 0.0020 0.073 Pass 

39 0.0017 0.058 0.0018 0.087 Pass 

40 0.0017 0.046 0.0019 0.069 Pass 
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Table 4: Harmonic currents measurement result for mode B 

Results based on Iref 

(measured) 
Phase L1 Phase L2 Phase L3 

EN 61000-3-12 table 2 

limits  

Iref (A) 31.85 31.92 30.97 
 

I2 0.0160 % 0.0120 % 0.0102 % 8.0 % 

I3 0.2185 % 0.2808 % 0.3997 % 21.6 % 

I4 0.0129 % 0.0190 % 0.0114 % 4.0 % 

I5 0.2729 % 0.2066 % 0.2197 % 10.7 % 

I6 0.0146 % 0.0169 % 0.0176 % 2.67 % 

I7 0.4521 % 0.4758 % 0.4474 % 7.2 % 

I8 0.0165 % 0.0255 % 0.0201 % 2.0 % 

I9 0.2175 % 0.2812 % 0.3637 % 3.8 % 

I10 0.0133 % 0.0128 % 0.0135 % 1.6 % 

I11 0.1652 % 0.1240 % 0.1024 % 3.1 % 

I12 0.0139 % 0.0158 % 0.0116 % 1.33 % 

I13 0.1853 % 0.2354 % 0.1939 % 2.0 % 

(THC/Iref) 0.6858 % 0.7314 % 0.7894 % 23.0 % 

(PWHC/Iref) 0.7502 % 0.7581 % 0.7430 % 23.0 % 
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5.1.2 Voltage Fluctuations on AC Mains 

Result:      Passed 

 

Date of testing : 2022-06-16 

Test procedure : IEC 61000-3-3:2013, EN IEC 61000-6-3:2021 and EN IEC 

61851-21-2:2021 clause 6.2 

Operational mode : Charging mode with rated load 

Ambient condition : Temperature: 22 C; Relative humidity: 52 % 
 

According to the characteristics of the sample, as specified by clause 5 of the basic 

standard, following limits apply: 

 the value of Pst shall not be greater than 1.0; 

 the value of Plt shall not be greater than 0.65; 

 Tmax, the accumulated time value of d(t) with a deviation exceeding 3.3 % during a 

single voltage change at the EUT terminals, shall not exceed 500 ms; 

 the relative steady-state voltage change dc, shall not exceed 3.3 %; 

 the maximum relative voltage change dmax, shall not exceed 6 %. 
 

Following are the measurement results obtained via an automatic testing system.  

Table 5: Voltage fluctuations and flicker measurement results 

 

 dc dmax Tmax Pst Plt 

Limits 3.3 % 6 % 500 ms 1.0 0.65 

Result for phase A 0.19 % 0.24 % 0 ms 0.17 0.17 

Result for phase B 0.19 %  0.24 % 0 ms 0.15 0.15 

Result for phase C 0.19 % 0.26 % 0 ms 0.15 0.15 
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5.1.3 Mains Terminal Continuous Disturbance Voltage 

Result:      Passed 
 

Date of testing : 2022-06-23 to 2022-06-28 

Basic standard : EN IEC 61851-21-2:2021, clause 6.3.2  

EN IEC 61000-6-3:2021 

Frequency range : 150 kHz – 30 MHz 

Limit : EN IEC 61851-21-2:2021 Table 8; 

EN IEC 61000-6-3:2021 Table 2 

Quasi-peak: 0.15 – 0.5 MHz, 66 – 56 dBµV; 0.5 – 5 MHz, 56 

dBµV; 5 – 30 MHz, 60 dBµV 

Average: 0.15 – 0.5 MHz, 56 – 46 dBµV; 0.5 – 5 MHz, 46 

dBµV; 5 – 30 MHz, 50 dBµV 

Kind of test site : Laboratory 

Ambient condition : Temperature: 25.2 oC; Relative Humidity: 37.3 % 

Expanded 

measurement 

uncertainty (k=2) 

: 3.39 dB 

 

Test Setup 
 

Input voltage  : AC 400 V, L1~3+N+PE, 50 Hz 

Operational mode : Charging mode with rated load 

Earthing : Earthing through power cord. (as Class I equipment) 

Test setup : Figure A.2 of EN IEC 61851-21-2:2021 
 

The measurement setup was made according to clause 6.3.2 in a semi-anechoic chamber. 
 

The measurement equipment like test receivers, quasi-peak detector and Artificial Mains 

Network (AMN) are in compliance with CISPR 16-1 series standards and CISPR 16-2-1. 

The tested object was operated under its rated voltage and its rated frequency.  
 

Furthermore an internal calibration with the test receiver was conducted prior to each 

measurement. 
 
 

The disturbance voltage was determined according to CISPR 16-2-1 while measuring the 

lines and neutral conductor by turns. 
 

The following figures and tables were those measured by an automatic measuring system. 

The disturbance voltage was scanned firstly with Peak detector and during the test. 

During the testing, the output power was adjusted to find the max disturbance. Then a 

final measurement was performed with both Quasi-peak and Average detector at the 

frequencies which showed the Max. in a designated frequency sub-range. In the Figures, 

red “” means Quasi-Peak Value and blue “” means Average Value which was 

measured in final measurement. 
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Note: The EUT has the RFID function, and the working frequency is 13.553-13.567 MHz. 

According to the standard EN 55011 is not applicable to intentional transmissions from a 

radio transmitter. Therefore, the frequency 13.553-13.567 MHz is not subject to this 

emission requirement. 
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Figure 1: Spectral diagram, conducted emission, 150 kHz – 30 MHz, L1 
 

 Level [dBµV] 

 
 

Final measurement results:  
 

Frequency 
(MHz) 

QuasiPeak 
(dBuV) 

CAverage 
(dBuV) 

Limit 
(dBuV) 

Margin 
(dB) 

Line Corr. 
(dB) 

3.226875 42.34 --- 56.00 13.66 L1 10.6 

13.351875 51.78 --- 60.00 8.22 L1 11.1 

13.464375 51.81 --- 60.00 8.19 L1 11.1 

13.655625 52.03 --- 60.00 7.97 L1 11.1 

13.779375 52.61 --- 60.00 7.39 L1 11.1 

13.565625 81.51 --- 60.00 -21.51 L1 11.1 

13.565625 --- 81.22 50.00 -31.22 L1 11.1 

0.504375 --- 34.60 46.00 11.40 L1 10.5 

0.335625 --- 36.59 49.31 12.72 L1 10.5 

1.010625 --- 33.80 46.00 12.20 L1 10.5 

12.170625 --- 35.30 50.00 14.70 L1 11.1 

3.238125 --- 34.55 46.00 11.45 L1 10.6 
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Figure 2: Spectral diagram, conducted emission, 150 kHz – 30 MHz, L2 
 

 Level [dBµV] 

 
 

Final measurement results:  
 

Frequency 

(MHz) 

QuasiPeak 

(dBuV) 

CAverage 

(dBuV) 

Limit 

(dBuV
) 

Margin 

(dB) 

Line Corr. 

(dB) 

3.316875 44.62 --- 56.00 11.38 L2 10.5 

13.655625 45.98 --- 60.00 14.02 L2 11.2 

13.464375 46.28 --- 60.00 13.72 L2 11.2 

13.779375 46.43 --- 60.00 13.57 L2 11.2 

13.351875 46.55 --- 60.00 13.45 L2 11.2 

13.565625 75.70 --- 60.00 -15.70 L2 11.2 

13.565625 --- 75.40 50.00 -25.40 L2 11.2 

0.560625 --- 33.61 46.00 12.39 L2 10.5 

0.335625 --- 38.18 49.31 11.13 L2 10.4 

2.113125 --- 33.89 46.00 12.11 L2 10.5 

5.589375 --- 35.42 50.00 14.58 L2 10.6 

3.328125 --- 37.01 46.00 8.99 L2 10.5 
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 Figure 3: Spectral diagram, conducted emission, 150 kHz – 30 MHz, L3 
 

 Level [dBµV] 

 
 

Final measurement results:  
 

Frequency 
(MHz) 

QuasiPeak 
(dBuV) 

CAverage 
(dBuV) 

Limit 
(dBuV) 

Margin 
(dB) 

Line Corr. 
(dB) 

1.741875 42.88 --- 56.00 13.12 L3 10.6 

4.059375 43.44 --- 56.00 12.56 L3 10.6 

13.655625 45.96 --- 60.00 14.04 L3 11.1 

13.779375 47.43 --- 60.00 12.57 L3 11.1 

12.170625 48.76 --- 60.00 11.24 L3 11.0 

13.565625 74.72 --- 60.00 -14.72 L3 11.1 

13.565625 --- 74.43 50.00 -24.43 L3 11.1 

1.741875 --- 37.44 46.00 8.56 L3 10.6 

1.528125 --- 37.54 46.00 8.46 L3 10.6 

2.484375 --- 36.91 46.00 9.09 L3 10.6 

12.170625 --- 43.41 50.00 6.59 L3 11.0 

4.059375 --- 37.70 46.00 8.30 L3 10.6 
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 Figure 4: Spectral diagram, conducted emission, 150 kHz – 30 MHz, N 

 

 Level [dBµV] 

 
 

Final measurement results:  
 

Frequency 
(MHz) 

QuasiPeak 
(dBuV) 

CAverage 
(dBuV) 

Limit 
(dBuV) 

Margin 
(dB) 

Line Corr. 
(dB) 

13.138125 45.54 --- 60.00 14.46 N 11.1 

13.351875 55.38 --- 60.00 4.62 N 11.1 

13.464375 55.49 --- 60.00 4.51 N 11.1 

13.655625 55.67 --- 60.00 4.33 N 11.1 

13.779375 56.30 --- 60.00 3.70 N 11.1 

13.565625 85.21 --- 60.00 -25.21 N 11.1 

13.565625 --- 84.90 50.00 -34.90 N 11.1 

2.484375 --- 30.89 46.00 15.11 N 10.5 

1.021875 --- 30.87 46.00 15.13 N 10.5 

6.433125 --- 34.48 50.00 15.52 N 10.7 

0.493125 --- 32.89 46.12 13.23 N 10.4 

0.335625 --- 32.27 49.31 17.04 N 10.4 
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5.1.4 CPT Port Continuous Disturbance Disturbance Voltage 

Result:      Passed 
 

Basic standard : EN IEC 61851-21-2:2021, clause 6.3.3 

Frequency range : 150 kHz – 30 MHz 

Note: According to clause 6.3.3 of EN IEC 61851-21-2:2021, if the AC charging EUT 

does not contain any electronic power converters or the like, but only switches and safety 

disconnectors, then it is sufficient to measure the disturbance voltage at its LV AC power 

input port only. 
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5.1.5 Radiated Disturbance (2 kHz - 185 kHz) 

Result:      N/A 
 

Test procedure : EN IEC 61851-21-2:2021, Annex B 

Frequency range : 2 kHz - 185 kHz 

Limits : Table B.1 of EN IEC 61851-21-2:2021, Peak value: 

2 kHz - 10 kHz, 62 - 60 µA/m; 10 kHz - 30 kHz, 60 µA/m; 30 

kHz - 75 kHz, 60 - 95 µA/m; 75 kHz -120 kHz, 95-55 µA/m; 

120 kHz -140 kHz, 55 µA/m; 140 kHz -185 kHz, 55-95 µA/m  

The limits decrease/increase linearly with frequency 

 

 This test is only applicable to DC charging equipment.  
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5.2 Emission in the Frequency Range above 30 MHz 

5.2.1 Radiated Disturbance (30 – 1000 MHz) 

Result:      Passed 
 

  

Date of testing : 2022-06-28 

Test procedure : EN IEC 61851-21-2:2021, clause 6.3.5 

EN IEC 61000-6-3:2021 

Frequency range : 30 – 1000 MHz 

Limits : Quasi-peak limits (3 m measurement distance):  

30 – 230 MHz, 40 dBV/m;  

230 – 1000 MHz, 47 dBV/m 

Kind of test site : 3 m semi-anechoic chamber 

Operation modes : Charging mode with rated load 

Ambient condition : Temperature: 25.2 °C; Relative humidity: 37.3 % 

Expanded 

measurement 

uncertainty (k=2) 

: 5.49 dB  

 

 

 

The radiated disturbance test was carried out in a semi-anechoic chamber. The test 

distance from the receiving antenna to the EUT is 3 m. The normalized site attenuation of 

the semi-anechoic chamber is regularly calibrated to ensure the radiated disturbance test 

results are valid. During the test, the EUT was placed on a wooden table, which is 0.8 m 

high. The wooden table was rotated 360° around and the antenna was varied from 1 m to 

4 m to find the maximum disturbance. The test was performed with the antenna both in its 

horizontal and vertical polarizations. 

 

The following figures and tables were those measured by an automatic measurement 

system. A preview test was firstly performed with peak detector on discharing and 

charging mode. The final test was performed with quasi-peak detector at those critical 

frequencies during the preview test. In the following figure, “×” means measurement 

results with quasi-peak detector. 

 

Note: The highest internal frequency of the EUT is less than 108 MHz, therefore, the 

radiated emission measurements were performed up to 1000 MHz according to Table 15 

of EN IEC 61851-21-2:2021 and Note c of Table 1 in EN IEC 61000-6-3:2021 .  
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Figure 5: Spectral diagram and measurement results, 30 – 1000 MHz, Horizontal 

polarization 

       Level [dBµV/m] 

 
 

Final measurement results: 

Frequency 
(MHz) 

QuasiPeak 
(dBµV/m) 

Meas. 
Time 

(ms) 

Bandwidth 
(kHz) 

Corr. 
(dB/

m) 

Margin 
- QPK 

(dB) 

Limit - 
QPK 

(dBµV/m) 

184.020000 37.1 1000.0 120.000 15.8 2.9 40.0 

184.553333 39.3 1000.0 120.000 15.8 0.7 40.0 

185.038333 37.4 1000.0 120.000 15.8 2.6 40.0 

186.590333 35.7 1000.0 120.000 15.8 4.3 40.0 

198.262667 32.5 1000.0 120.000 16.2 7.5 40.0 

207.930333 32.4 1000.0 120.000 16.1 7.6 40.0 

299.983333 44.3 1000.0 120.000 20.0 2.7 47.0 
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Figure 6: Spectral diagram and measurement results, 30 – 1000 MHz, Vertical polarization 

       Level [dBµV/m] 

 
 

Final measurement results: 

Frequency 

(MHz) 

QuasiPeak 

(dBµV/m) 

Meas. 

Time 
(ms) 

Bandwidth 

(kHz) 

Corr. 

(dB/
m) 

Margin 

- QPK 
(dB) 

Limit - 

QPK 
(dBµV/m) 

72.437500 23.6 1000.0 120.000 13.1 16.4 40.0 

163.738750 29.1 1000.0 120.000 16.6 10.9 40.0 

163.738750 29.1 1000.0 120.000 16.6 10.9 40.0 

183.866250 29.5 1000.0 120.000 15.8 10.6 40.0 

218.907500 30.9 1000.0 120.000 15.9 9.1 40.0 

249.947500 33.1 1000.0 120.000 19.3 13.9 47.0 

249.947500 33.1 1000.0 120.000 19.3 13.9 47.0 

515.363750 39.2 1000.0 120.000 25.0 7.8 47.0 

515.363750 39.2 1000.0 120.000 25.0 7.8 47.0 
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5.2.2 Radiated Disturbance (1 – 6 GHz) 

Result: Passed 

 

 

Date of testing : 2022-06-16 

Test procedure : EN IEC 61851-21-2:2021, clause 6.3.5 

EN IEC 61000-6-3:2021 

Product classification : Class B 

Frequency range : 1 – 6 GHz  

Limits : Peak limits (3 m distance):                                                            

1 - 3 GHz, 70 dBV/m;  3 – 6 GHz, 74 dBV/m 

Average limits (3 m distance):                                                            

1 – 3 GHz, 50 dBV/m;  3 – 6 GHz, 54 dBV/m 

Measurement distance : 3 m 

Kind of test site : Fully-anechoic chamber 

Ambient condition : Temperature: 25.2 C; Relative humidity: 37.3 % 

Expanded measurement 

uncertainty (k=2) 
: 

5.17 dB 

 
 

Test Setup 

 

Input voltage  : AC 400 V, 50 Hz (three phases) 

Operational mode : Charging mode with rated load 

Earthing : Via the power cord  

 

The radiated disturbance test was carried out in a modified semi-anechoic chamber. The 

test distance from the receiving antenna to the EUT is 3 m. The normalized site attenuation 

of the fully-anechoic chamber is regularly calibrated to ensure the radiated disturbance test 

results are valid. During the test, the EUT was placed on a wooden table, which is 0.8 m 

high. The wooden table was rotated 360° around and the antenna was varied from 1 m to 4 

m to find the maximum disturbance. The test was performed with the antenna both in its 

horizontal and vertical polarizations. 

 

The following figures and tables were those measured by an automatic measurement 

system. The final test was performed with peak detector and average detector at those 

critical frequencies during the preview test. In the following figure, red “*”means MaxPeak 

Value and blue “*” means Average Value which was measured in final measurement. 
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Figure 7: Spectral Diagrams and measurement results, 1 – 6 GHz, Horizontal polarization 

 

              Level [dBV/m] 

 
 

Final Maxpeak measurement results: 

 
Frequency 

(MHz) 

MaxPeak 

(dBµV/m) 

Meas. Time 

(ms) 

Bandwidth 

(kHz) 

Corr. 

(dB/m) 

Margin 

- PK+ 
(dB) 

1000.000000 31.7 1000.0 1000.000 -22.5 38.3 

1050.000000 32.2 1000.0 1000.000 -22.2 37.8 

1100.000000 32.5 1000.0 1000.000 -21.8 37.5 

1150.000000 34.3 1000.0 1000.000 -21.5 35.7 

1750.000000 34.3 1000.0 1000.000 -17.6 35.7 

4235.500000 42.4 1000.0 1000.000 -7.4 31.6 

 

Final average measurement results: 

 
Frequency 

(MHz) 
Average 
(dBµV/m) 

Meas. Time 
(ms) 

Bandwidth 
(kHz) 

Corr. 
(dB/m) 

Margin 
- AVG 
(dB) 

1000.000000 24.7 1000.0 1000.000 -22.5 25.3 

1050.000000 27.4 1000.0 1000.000 -22.2 22.6 

1100.000000 27.4 1000.0 1000.000 -21.8 22.6 

1150.000000 28.8 1000.0 1000.000 -21.5 21.2 

1750.000000 25.6 1000.0 1000.000 -17.6 24.4 

4235.500000 28.6 1000.0 1000.000 -7.4 25.4 
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Figure 8: Spectral Diagrams and measurement results, 1 – 6 GHz, Vertical polarization 

 

             Level [dBV/m] 

 
 

Final Maxpeak measurement results: 

 
Frequency 

(MHz) 

MaxPeak 

(dBµV/m) 

Meas. 

Time 
(ms) 

Bandwidth 

(kHz) 

Corr. 

(dB/m) 

Margin 

- PK+ 
(dB) 

Limit - 

PK+ 
(dBµV/

m) 1000.00000

0 
30.5 1000.0 1000.000 -22.5 39.5 70.0 

1049.50000

0 
31.0 1000.0 1000.000 -22.2 39.0 70.0 

1099.50000
0 

32.8 1000.0 1000.000 -21.8 37.2 70.0 

1150.00000
0 

33.8 1000.0 1000.000 -21.5 36.2 70.0 

1449.50000
0 

34.4 1000.0 1000.000 -19.3 35.6 70.0 

3262.50000
0 

39.5 1000.0 1000.000 -10.5 34.5 74.0 

 

 

Final average measurement results 
 

Frequency 
(MHz) 

Average 
(dBµV/m) 

Meas. 
Time 
(ms) 

Bandwidth 
(kHz) 

Corr. 
(dB/
m) 

Margin 
- AVG 
(dB) 

Limit - 
AVG 

(dBµV/m) 

1000.00000
0 

25.9 1000.0 1000.000 -22.5 24.1 50.0 

1049.50000

0 
26.1 1000.0 1000.000 -22.2 23.9 50.0 

1099.50000

0 
27.9 1000.0 1000.000 -21.8 22.1 50.0 

1150.00000
0 

29.1 1000.0 1000.000 -21.5 20.9 50.0 

1449.50000
0 

26.6 1000.0 1000.000 -19.3 23.4 50.0 

3262.50000
0 

26.6 1000.0 1000.000 -10.5 27.4 54.0 
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5.2.3 Transient emissions 

Result:      N/A 
 

  

Test procedure : EN IEC 61851-21-2:2021, Annex D 
 

 

This test is only applicable to DC charging equipment. 
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6 Test Results I M M U N I T Y  
 

During the immunity tests, the EUT was operated under conditions specified by clause 

3.1 of this report.  

 

Particular performance criteria for immunity tests as listed in clause 7.2 of EN IEC 

61851-21-2:2021:  

 

Performance criterion A: The EUT shall continue to operate as intended within the 

tolerances defined by the EUT manufacturer during and after the application of the 

appropriate tests. It shall not change the state in which it is operating (i.e. charging shall 

continue if in charge mode and shall remain idle if in waiting mode). 

 

Performance criterion B: The EUT shall continue to operate as intended within the 

tolerances defined by the EUT manufacturer at the completion of the applicable tests. 

Additionally, during the application of the appropriate tests the primary functions of the 

charger shall be maintained (within the tolerances defined by the EUT manufacturer). 

Secondary functions (for example displays, etc.) may degrade in performance during the 

test but shall resume to the original condition subsequent to testing. 

Subsequent to the application of the applicable test, the EUT shall not have changed the 

state in which it is operating (i.e. charging shall continue if in charge mode and shall 

remain idle if in waiting mode). 

 

Performance criterion C: During and after completion of the appropriate tests, the EUT 

can change to a failsafe condition. This state requires user intervention to restart the 

charge cycle or the automatic resumption of charging if the safety conditions have been 

fulfilled as defined in IEC 61851-1:2017 (simplified mode 3). 
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Particular performance criteria for immunity tests as listed in clause 4 of EN IEC 61000-

6-2:2019:  

 

Performance criterion A: The EUT shall continue to operate as intended during and after 

the test. No degradation of performance or loss of function is allowed below a 

performance level specified by the manufacturer, when the EUT is used as intended. If 

the performance level is not specified by the manufacturer, this may be derived from the 

product description and documentation and what the user may reasonably expect from the 

equipment if used as intended. 

 

Performance criterion B: The EUT shall continue to operate as intended after the test. No 

degradation of performance or loss of function is allowed below a performance level 

specified by the manufacturer, when the EUT is used as intended. The performance level 

may be replaced by a permissible loss of performance. However, during the test 

degradation of performance is allowed but no change of actual operating state or stored 

data is allowed. If the minimum performance level or the permissible performance loss is 

not specified by the manufacturer, either of these may be derived from the product 

description and documentation and what the user may reasonably expect from the 

equipment if used as intended. 

 

Performance criterion C: Temporary loss of function is allowed during the test, provided 

the function is self-recoverable or can be restored by the operation of the controls. 

 

If, as a result of the application of the tests defined in this standard, the EUT becomes 

dangerous or unsafe, it shall be deemed to have failed the test. 

 

Date of testing: 2022-05-31  to 2022-06-16      

Room temperature  : 25.1 °C to 26.3 °C 

Relative humidity  : 31.9 % to 55.3 % 
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6.1 Enclosure 

6.1.1 Electrostatic Discharge 

Result: Passed 

 

Test setup and ESD-Generator are according to IEC 61000-4-2. 
 

The EUT is placed on 0.8 m wooden table above the ground plane. And the minimum 

distance between the EUT and all other conductive structures except the ground plane 

beneath the EUT is more than 0.5 m. 

 

The reference ground plane is an aluminium sheet of 0.25 mm minimum thickness. The 

reference ground plane is connected to the protective earth. The size of the ground plane 

is 2 m x 2 m.  

 

A horizontal coupling plane (HCP), 1.6 m x 0.8 m, placed on the table and isolate the 

EUT 0.5 mm thick. Vertical coupling plane of dimensions 0.5 m x 0.5 m is placed 

parallel to and positioned at a distance of 0.1 m from the EUT. 
 
 

Test level : EN IEC 61851-21-2:2021, Table 1 

EN IEC 61000-6-2:2019, Table 1 

4.0 kV (Contact discharge),  

2.0 kV, 4.0 kV, 8.0 kV (Air discharge) 

Polarity : positive / negative 

Operating mode : Waiting mode  

Charging mode with rated load 

Number of discharges : > 10 

Performance criteria : B  

Atmospheric pressure : 101.7 kPa 

Table 6: ESD, Positive / Negative Polarity  

Position Kind of Discharge Result Remarks 

Plastic enclosure Air discharge Pass During the test, the EUT can 

operate as intended.  

 
Seam of EUT Air discharge Pass 

Power line Air discharge Pass 

Screen Air discharge Pass 

Metallic parts Contact discharge  Pass 

Screw Contact discharge  Pass 

Coupling plane 

(Both HCP and VCP) 

Contact discharge  Pass 

 

 



 

 

 
Prüfbericht - Produkte 

Test report - Products 

 
 

 

 

Prüfbericht - Nr.: 

Test Report No.: 
CN211BAS 001 Seite 33 von 48 

Page 33 of 48 

 

 

6.1.2 RF electromagnetic field immunity test 

Result:      Passed 

 

The immunity against radio-frequency electromagnetic fields in the frequency range 

between 80 MHz and 6.0 GHz was tested in accordance to IEC 61000-4-3. 

 

The test set-up, the RF signal generator, the power amplifier and the antennas were in 

accordance with IEC 61000-4-3. The test was performed a fully anechoic chamber with a 

test disturbance of 2.2 m (for 80 – 1000 MHz) and 3.6 m (for 1.4 – 6.0 GHz). The area 

from the antenna to the EUT was covered by the absorbing material. The field uniformity 

of the fully anechoic chamber is regularly calibrated to meet 0 – 6 dB field uniformity 

criterion as specified in IEC 61000-4-3. 

 

Standard : EN IEC 61851-21-2:2021, Table 1 

EN IEC 61000-6-2:2019, Table 1 

Frequency range : 80 M – 1000 MHz, 1.4 G – 6.0 GHz 

Test level : 10 V/m, 80 – 1000 MHz 

3 V/m, 1.4 – 6.0 GHz, 

Operating mode : Waiting mode  

Charging mode with rated load 

Performance ceriteria : A 

Modulation : 80 % AM, 1 kHz 

Frequency sweep speed : Frequency step: 1 %; Dwell time: 3 s 

 

Table 7: RF electromagnetic field immunity test 

Field polarization Position Observation Remarks 

Horizontal polarization 

Front side  During the test, the EUT can 

operate as intended.   

 

Pass 

 Rear side 

Left side 

Right side 

Vertical polarization 

Front side  During the test, the EUT can 

operate as intended.   

 

Pass 

Rear side 

Left side 

Right side 
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6.1.3 Power Frequency Magnetic Fields 

Result:      Passed 

   

Test procedure : EN IEC 61851-21-2:2021, Table 1 

EN IEC 61000-6-2:2019, Table 1 

Test level : 30 A/m  

Field polarization : X, Y, Z 

Frequency : 50 Hz, 60 Hz 

Operating mode : Charging mode with rated load 

Performance criteria : A   

 

Table 8: Power Frequency Magnetic Field Test Results  

Field polarization  Result Remarks 

X Pass During the test, the EUT can operate as 

intended.   

 

Y Pass During the test, the EUT can operate as 

intended.   

 

Z Pass During the test, the EUT can operate as 

intended.   
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6.2 Input and Output AC Power Ports, CPT Ports and 

Signal/control Ports 

6.2.1 Fast Transients on AC Power Lines, CPT Ports and Signal/control Ports 

Result:      Passed 
 

The immunity against fast transients on AC power lines was tested in accordance to IEC 

61000-4-4.  
 

The EUT is placed on 0.1 m wooden table above the ground plane. And the minimum 

distance between the EUT and all other conductive structures except the ground plane 

beneath the EUT is more than 0.5 m.  
 

The test generator and coupling and decoupling device was directly put on the reference 

ground plane. The length between the coupling device and the EUT is less than 0.5 m. 

The excess length of the cable shall be folded to avoid a flat coil and situated at a distance 

of 0.1 m above the ground reference plane. 

 

For the AC power input port, the disturbing signal was coupled via a CDN; for the CPT 

port and signal/control port, the disturbing signal was coupled via a capacitive clamp. 

 

The reference ground plane is an aluminum sheet of 0.25 mm minimum thickness. The 

reference ground plane is connected to the protective earth. 
 
 

Test voltage : EN IEC 61851-21-2:2021, Table 1 

EN IEC 61000-6-2:2019, Table 2 & 4 

0.5 kV, 1 kV, 2 kV, 4 kV, 5 kHz for AC power line 

0.5 kV, 1 kV, 2 kV, 5 kHz for signal line 

Polarity : negative/positive 

Repetition frequency : 5 kHz 

Test duration : 120 sec 

Tr/Td : 5 ns / 50 ns 

Operating mode : Waiting mode  

Charging mode with rated load 

Performance criteria : B 

Table 9: Burst, AC Power lines, CPT Ports and Signal/control Ports, Positive and Negative 

Polarity  

Position Observation Result 

AC input 

L1+L2+L3+N+PE 

During the test, the EUT shut down and 

could auto recovered after the test. 

Pass 

CPT and 

Signal/control ports 

During the test, the EUT shut down and 

could auto recovered after the test.   

Pass 

 

 



 

 

 
Prüfbericht - Produkte 

Test report - Products 

 
 

 

 

Prüfbericht - Nr.: 

Test Report No.: 
CN211BAS 001 Seite 36 von 48 

Page 36 of 48 

 

 

6.2.2 Injected Current into AC Power Port, CPT Ports and Signal/control 

Ports 

Result:      Passed 
 

The immunity against injected current into AC power port was tested according to                     

IEC 61000-4-6. 
 

The EUT is placed on 0.1 m wooden table. And the minimum distance between the EUT 

and all other conductive structures except the ground plane beneath the EUT is more than 

0.5 m. 

 

For the AC power input port, the disturbing signal was coupled via a CDN; for the CPT 

port and signal/control port, the disturbing signal was coupled via a EM coupling clamp. 
 

The coupling and decoupling networks was placed on the ground reference plane, making 

direct contact with it at about 0.1 - 0.3 meter from EUT. The cable between EUT and 

CDN is as short as possible and not bundled nor wrapped. The height of cable between 

the EUT and the coupling and decoupling networks above the ground reference plane was 

50 mm. 
 
 
 

Voltage level : EN IEC 61851-21-2:2021, Table 1 

EN IEC 61000-6-2:2019, Table 2 & 4 

10 V(rms)(unmodulated), (for all ports) 

Environmental phenomena : r.f. current, common mode, 1 kHz, 80 %AM 

Source impedance : 150  

Frequency range : 0.15  80 MHz 

Sweeping rate : Frequency step: 1 %, dwell time: 3 s 

Operating mode : Waiting mode  

Charging mode with rated load 

Performance criteria : A 

Table 10: Injected Current, AC Power Port, CPT Ports and Signal/control Ports  

Port Observation Result 

AC input port During the test, the EUT can operate as 

intended.   

Pass 

CPT and 

Signal/control ports 

During the test, the EUT can operate as 

intended.   

Pass 
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6.2.3 Surges to AC Power Port 

Result:      Passed 
 

The set-up and the Combination Wave Generator (CWG) was according to IEC 61000-4-5. 

The decoupling network is incorporated in the CWG. Both the EUT and CWG were placed on 

an insulation table.  

 

The EUT is placed on 0.1 m wood support above the ground plane. 
 
 

Test procedure : IEC 61000-4-5 

Test level : EN IEC 61851-21-2:2021, Table 1 

EN IEC 61000-6-2:2019, Table 4 

0.5 kV, 1 kV, 2 kV (differential mode) 

0.5 kV, 1 kV, 2 kV, 4 kV (common mode) 

Tr/Td : 1.2/50 µs (open-circuit voltage) 

8/20 µs (short-circuit current) 

Polarity : Positive / Negative 

Pulse number : 5 pulses for each polarity 

Coupling phase : 0°, 90°, 180º, 270° 

Repetition rate : 1 pulse/min 

Operation mode : Charging mode with rated load 

Performance criteria : B 

Table 11: Surge immunity test results  

Port Actual performance Result 

AC input power port 
During the test, the EUT worked as intended 

and no degradation of performance 
Pass 

Note: According to Note c of Table 2 of EN IEC 61000-6-2:2019 and Note f of Table 2 of 

IEC 61851-21-2:2018, this test is only applicable to long-distance lines. The EUT’s signal 

lines and CPT lines are less than 30 m which are not long-distance lines. Therefore, this test 

is not applicable to signal lines and CPT lines. 
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6.2.4 Voltage Dips And Interruptions To AC Power Port 

Result:      Passed 
 

The immunity against voltage dips and interruptions to AC power port was tested in 

accordance to IEC 61000-4-34.   

 

Operation mode : Waiting mode  

Charging mode with rated load 

 

 

Standards Test level 

(residual voltage %) 

Duration (in period) Performance 

criteria 

EN IEC 61851-21-

2:2021, Table 1 

EN IEC 61000-6-

2:2019, Table 4 

EN IEC 61000-6-

1:2019, Table 4 

40 10/12 cycles at 50/60 Hz B 

70 25/30 cycles at 50/60 Hz B 

0 0.5/1 cycle B 

0 250/300 cycles at 50/60 Hz C 

 

Table 12: Test Condition and Test Result for Voltage Dips and Interruptions 

Environmental 

Phenomena 

Test level 

(in % UT) 

Duration (in 

period of the 

rated frequency) 

Performance 

criteria 

Observation Result 

Interruptions 0 250/300 C During the test, the 

EUT shut down 

and could manual 

recovered after the 

test. 

Pass 

 

 

Voltage dips 

40 10/12 B During the test, the 

EUT worked as 

intended and no 

degradation of 

performance.   

Pass 

70 25/30 B Pass 

0 0.5/1 B Pass 
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7 Photographs of the Test Set-Up 

Photograph 1: Set-up for measurement of harmonics and voltage fluctuation 

 
 

Photograph 2: Set-up for measurement of AC mains disturbance voltage 
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Photograph 3: Set-up for measurement of RF radiated disturbance (30 – 1000 MHz) 

 
 

Photograph 4: Set-up for measurement of RF radiated disturbance (1000 – 6000 MHz) 
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Photograph 5: Set-up for immunity test of ESD 
 

 
 

 

Photograph 6: Set-up for immunity test of radio frequency electromagnetic field 
 

 
(80 - 1000 MHz) 



 

 

 
Prüfbericht - Produkte 

Test report - Products 

 
 

 

 

Prüfbericht - Nr.: 

Test Report No.: 
CN211BAS 001 Seite 42 von 48 

Page 42 of 48 

 

 

 

 
(1.4 – 6.0 GHz) 

 

Photograph 7: Set-up for immunity test of power frequency magnetic field  
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Photograph 8: Set-up for immunity test of EFT 
 

 
(AC mains) 

 

 
(AC output power port and signal port) 
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Photograph 9: Set-up for immunity test of surge 

 

Photograph 10: Set-up for immunity test of injected current 

 
(AC input power port) 

 

 



 

 

 
Prüfbericht - Produkte 

Test report - Products 

 
 

 

 

Prüfbericht - Nr.: 

Test Report No.: 
CN211BAS 001 Seite 45 von 48 

Page 45 of 48 

 

 

 
(AC output power port and signal port) 

 

 

 

 

Photograph 11: Set-up for immunity test of voltage dips and interruptions 
 

 
 

 



 

 

 
Prüfbericht - Produkte 

Test report - Products 

 
 

 

 

Prüfbericht - Nr.: 

Test Report No.: 
CN211BAS 001 Seite 46 von 48 

Page 46 of 48 

 

 

8 List of Test and Measurement Instruments 

Laboratory A 
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Laboratory B 

No. Equipment Model Inventory no. Cal. due date 

1. Precision Power 

Analyzer 
WT3004E SZZJ-510-004 2023-01-17 

2. Three phase flicker 

impedance 
IMP753 SZZJ-501-829 2023-01-17 

3. Current Sensor DS400IDSA SZZJ-510-906 2023-03-12 

4. Current Sensor DS400IDSA SZZJ-510-907 2023-03-12 

5. Current Sensor DS400IDSA SZZJ-510-908 2023-03-12 
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