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COMPETENCES AND GUARANTEES 

DEKRA is a testing laboratory competent to carry out the tests described in this report. 

In order to assure the traceability to other national and international laboratories, DEKRA has a calibration and 

maintenance program for its measurement equipment. 

DEKRA guarantees the reliability of the data presented in this report, which is the result of the measurements and the 

tests performed to the item under test on the date and under the conditions stated in the report and it is based on the 

knowledge and technical facilities available at DEKRA at the time of performance of the test. 

DEKRA is liable to the client for the maintenance of the confidentiality of all information related to the item under test 

and the results of the test. 

The results presented in this Test Report apply only to the particular item under test established in this document. 

IMPORTANT: No parts of this report may be reproduced or quoted out of context, in any form or by any means, 

except in full, without the previous written permission of DEKRA. 

 

GENERAL CONDITIONS 

Test Location No. 99, Hongye Road, Suzhou Industrial Park Suzhou, 215006, P.R. China 

Date(receive sample) Aug. 22, 2022 

Date (start test) Sep. 09, 2022 

Date (finish test) Sep. 27, 2022 

1. This report is only referred to the item that has undergone the test. 

2. This report does not constitute or imply on its own an approval of the product by the Certification Bodies or 

Competent Authorities.  

3. This document is only valid if complete; no partial reproduction can be made without previous written permission 

of DEKRA. 

4. This test report cannot be used partially or in full for publicity and/or promotional purposes without previous 

written permission of DEKRA. 

 

ENVIRONMENTAL CONDITIONS 

The climatic conditions during the tests are within the limits specified by the manufacturer for the operation of the EUT 

and the test equipment. The climatic conditions during the tests were within the following limits: 

Ambient temperature 15 °C – 35 °C 

Relative Humidity air 30% - 60% 

If explicitly required in the basic standard or applied product / product family standard the climatic values are recorded 

and documented separately in this test report 
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POSSIBLE TEST CASE VERDICTS 
 

Test case does not apply to test object N/A 

Test object does meet requirement P (Pass) / PASS 

Test object does not meet requirement F (Fail) / FAIL 

Not measured N/M 

 

ABBREVIATIONS 

For the purposes of the present document, the following abbreviations apply: 

EUT : Equipment Under Test 

QP : Quasi-Peak 

CAV : CISPR Average 

AV : Average 

CDN : Coupling Decoupling Network 

SAC : Semi-Anechoic Chamber 

OATS : Open Area Test Site 

BW : Bandwidth 

AM : Amplitude Modulation 

PM : Pulse Modulation 

HCP : Horizontal Coupling Plane 

VCP : Vertical Coupling Plane 

UN : Nominal voltage 

Tx : Transmitter 

Rx : Receiver 

N/A : Not Applicable 

N/M : Not Measured 
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DOCUMENT HISTORY 

Report No. Version Description  Issued Date 

2280636R-RF-CE-P05V01 V1.0 Initial issue of report. 2022-12-02 

    

    

    

    

    

    

    

    

 

REMARKS AND COMMENTS 

1. The equipment under test (EUT) does  meet the essential requirements of the stated standard(s)/test(s). 

2. These test results on a sample of the device are for the purpose of demonstrating Compliance with ETSI EN 301 

511 V12.5.1 Clause 4.2.16 & 4.2.17, and it is limited report related to installation tested 2G module in AC EV supply 

equipment, so only RSE clause were tested and result of the test included in the reports. 

3. The measurement result is considered in conformance with the requirement if it is within the prescribed limit, It is 

not necessary to account the uncertainty associated with the measurement result. 

4. The test results presented in this report relate only to the object tested. 

5. This report shall not be reproduced, except in full, without the written approval of the Issuing CB Testing Laboratory 

6. This report is not used for social proof in China (or Mainland China) market. 

7. DEKRA declines any responsibility with the following test data provided by customer that may affect the validity of 

result: 

                - Chapter 1.1 General Description of the Item(s);  

- Chapter 1.2 Antenna information. 
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USED EQUIPMENT 

Transmitter unwanted emissions in the spurious domain/ Receiver Spurious Emissions/ AC6 

Instrument  Manufacturer Model No. Serial No. Cal. Date Next Cal. Date 

Spectrum Analyzer Agilent N9010A MY48030494 2021.12.15 2022.12.14 

PSG Analog S.G. Agilent E8257D MY44321116 2022.07.01 2023.06.30 

Preamplifier Agilent 8449B 3008A02597 2022.06.07 2023.06.06 

Radio Communication 

Tester 
R&S CMU 200 112012 2022.09.17 2023.09.16 

TRILOG Broadband 

Antenna 

SCHWARZBEC

K 
VULB 9168 01231 2022.05.21 2023.05.20 

Half Wave Tuned Dipole 

Antenna 
COM-POWER AD-100 40137 2020.02.19 2023.02.18 

Broad-Band Horn Antenna Schwarzbeck BBHA9120D 737 2022.05.26 2023.05.25 

Broad-Band Horn Antenna Schwarzbeck BBHA9170D 750 2022.05.26 2023.05.25 

Filter Banks DEKRA QTK-FB AC6-FB N/A N/A 

Temperature/Humidity 

Meter 
RTS RTS-8S RF06 2022.07.07 2023.07.06 

EMI Test Software Dekra - - - - 

 

  



DEKRA Testing and Certification (Suzhou) Co., Ltd. 

No.99 Hongye Rd., Suzhou Industrial Park, Suzhou, 215006, Jiangsu, China  

TEL: +86-512-6251-5088 / FAX: +86-512-6251-5098  

 

Report no.: 2280636R-RF-CE-P05V01 Page 7 / 64 

 

 

UNCERTAINTY 

Uncertainties have been calculated according to the DEKRA internal document. The reported expanded uncertainties 

are based on a standard uncertainty multiplied by a coverage factor of k=2, providing a level of confidence of 

approximately 95% .The Uncertainties is complice with standard required as below. 

 
  

Test item Uncertainty 

All emissions, radiated ±5.2 dB 

Temperature ±0.5 ℃ 

Supply voltages ±1% 
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1 GENERAL INFORMATION 
 

1.1 General Description of the Item(s) 
 

Product Name .............................. : AC EV supply equipment 

Model No. .................................... : ZDA4-DC1-C12E 

Trademark ................................... : 

 

Manufacturer ................................ : Shanghai Zhida Technology Development Co., Ltd 

Manufacturer Address .................. : Room 1001-1,No127,Guotong Road,Yangpu,200433 Shanghai P.R. China 

Note1:  This RF module had been certificated, so we only test radiated spurious emission for compliance. 

 

Wireless specifiction ...................... : 2G 

Support Band ................................ : GSM900/DCS1800 

GPRS Class.................................. : Class 12 

Uplink ........................................... : GSM 900: 880~915 MHz 

DCS 1800: 1710~1785 MHz 

Downlink ....................................... : GSM 900: 925~960 MHz 

DCS 1800: 1805~1880 MHz 

Type of modulation........................ : GMSK for GPRS  

GMSK/8PSK for EDGE 

 

 

Rated power supply ................... : 
Voltage and Frequency 

 AC: 220 – 240 V, 50/60 Hz 

 AC: 100 – 240 V, 50/60 Hz 

 AC: 230 Vac, single phase, 50Hz, Max 32A 

 DC: 5 V 

 Battery:……  

 PoE: …… 

Mounting position ....................... :  Table top equipment 

 Wall/Ceiling mounted equipment 

 Floor standing equipment 

 Hand-held equipment 

 Other: 
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1.2 Antenna Information 

 Antenna model / type number ....... : N/A 

Antenna serial number .................. : N/A 

Antenna Delivery  .......................... :  1TX + 1RX 

 2TX + 2RX 

 Others:……… 

Antenna technology....................... :  SISO 

 MIMO  CDD 

 Beam-forming 

Antenna Type ................................ :  External  Dipole 

 Sectorized 

 

Internal  PIFA 

 PCB 

 Others………….. 

Note: The General Description of the Item and antenna information in clause 1 are provided and confirmed by the 

client. 
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2 DESCRIPTION OF TEST SETUP 

2.1 Operating mode(s) used for tests 

During the tests the following operating mode(s) has(have) been used.  

Test Mode 

Mode 1: GSM 900 Traffic 

Mode 2: DCS 1800 Traffic 

Mode 3: GSM 900 Idle 

Mode 4: DCS 1800 Idle 

 

2.2 Accessories Information 

Accessories Information Brand/model name 

Cable 

Length used 

during test [m] 

Attached 

during test 
Shielded 

N/A N/A    

 

2.3 Support / Auxiliary equipment / unit / software for the EUT 

 

Auxiliary equipment Type / Version Manufacturer Supplied by 

N/A N/A N/A N/A 
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2.4 Test Configuration / Block diagram used for tests 

 

Test setup Diagram- Radiated Emission Test 

 

 

 

2.5 Testing process 
 

1 Setup the EUT as shown in Section 2.4. 

2 Execute the test equipment “CMU200”. 

3 Configure the test mode, the test channel, and the data rate by CMU200. 

4 Press “Connect” to start the continuous transmitting. 

5 Verify that the EUT works properly. 
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3 VERDICT SUMMARY SECTION 

This chapter presents an overview of standards and results. Refer to the next chapters for details of measured test 

results and applied test levels. 

3.1 Standards  

Standard Year  Description 

ETSI EN 301 511 V12.5.1 2017 Global System for Mobile communications (GSM); 

Mobile Stations (MS) equipment; 

Harmonised Standard covering the essential requirements 

of article 3.2 of Directive 2014/53/EU 

ETSI TS 151 010-1 V13.3.0 2017 Digital cellular telecommunications system (Phase 2+) (GSM); 

Mobile Station (MS) conformance specification; 

Part 1: Conformance specification 

(3GPP TS 51.010-1 version 13.3.0 Release 13) 

-- -- -- 

-- -- -- 

 

3.2  Deviation(s) from the Standard(s) / Test Specification(s) 

No deviation 
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3.3 Overview of results 

Test Item – ETSI EN 301 511 V12.5.1 

EN 301 511 TS 151010-1 Description GSM900 DCS1800 

Specification Specification 3GPP TS 51 010-1 Result Result 

4.2.16 TN,VN 12.2.1 TN,VN 
Radiated spurious emissions - MS allocated a 
channel 

Pass Pass 

4.2.17 TN,VN 12.2.2 TN,VN Radiated spurious emissions - MS in idle mode Pass Pass 
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4 TEST DATA 

 

4.1 Radiated spurious emission VERDICT: PASS 

 

4.1.1 Limit 

Standard ETSI EN 301 511 V12.5.1 
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4.1.2 Test Setup 

Radiated spurious emission / AC-6(Below 1G) 

 

Radiated spurious emission / AC-6(Above 1G) 

 

 

 

4.1.3 Test Procedure 

Refer to ETSI TS 151 010 -1 Clause 12.2  
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4.1.4 Test Data 

 

Profile: 2280636R Page No.: 21 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 
No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 33.400 -73.507 -105.736 -37.507 -36.000 32.229 PK 

2  39.740 -73.746 -105.602 -37.746 -36.000 31.856 PK 
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Profile: 2280636R Page No.: 22 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  35.240 -86.712 -105.736 -50.712 -36.000 19.024 PK 

2 * 45.180 -85.699 -106.663 -49.699 -36.000 20.964 PK 
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Profile: 2280636R Page No.: 23 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  143.600 -69.091 -92.989 -33.091 -36.000 23.898 PK 

2 * 275.450 -67.731 -93.255 -31.731 -36.000 25.524 PK 
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Profile: 2280636R Page No.: 24 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 124.250 -65.463 -95.296 -29.463 -36.000 29.833 PK 

2  300.650 -67.498 -94.417 -31.498 -36.000 26.919 PK 
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Profile: 2280636R Page No.: 25 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  625.780 -47.320 -79.106 -11.320 -36.000 31.786 PK 

2 * 735.220 -45.357 -78.797 -9.357 -36.000 33.440 PK 
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Profile: 2280636R Page No.: 26 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 635.280 -46.756 -78.296 -10.756 -36.000 31.540 PK 

2  709.760 -47.501 -80.268 -11.501 -36.000 32.767 PK 
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Profile: 2280636R Page No.: 27 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 951.550 -43.186 -78.346 -7.186 -36.000 35.160 PK 

2  968.210 -43.633 -78.758 -7.633 -36.000 35.125 PK 
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Profile: 2280636R Page No.: 28 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 946.195 -42.337 -77.546 -6.337 -36.000 35.209 PK 

2  973.225 -43.469 -78.239 -7.469 -36.000 34.770 PK 
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Profile: 2280636R Page No.: 29 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  886.740 -62.967 -97.275 -26.967 -36.000 34.308 PK 

2 * 891.546 -62.799 -97.104 -26.799 -36.000 34.305 PK 
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Profile: 2280636R Page No.: 30 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  884.822 -59.735 -94.273 -23.735 -36.000 34.538 PK 

2 * 889.561 -58.297 -92.746 -22.297 -36.000 34.449 PK 
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Profile: 2280636R Page No.: 31 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 898.172 -64.844 -99.433 -28.844 -36.000 34.589 PK 

2  899.365 -65.566 -100.134 -29.566 -36.000 34.568 PK 
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Profile: 2280636R Page No.: 32 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 898.210 -64.253 -98.851 -28.253 -36.000 34.598 PK 

2  899.235 -65.365 -99.933 -29.365 -36.000 34.568 PK 
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Profile: 2280636R Page No.: 33 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  905.636 -64.805 -99.481 -28.805 -36.000 34.676 PK 

2 * 906.502 -63.242 -97.900 -27.242 -36.000 34.658 PK 
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Profile: 2280636R Page No.: 34 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:37 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  906.174 -66.284 -100.880 -30.284 -36.000 34.596 PK 

2 * 907.552 -64.795 -99.362 -28.795 -36.000 34.567 PK 
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Profile: 2280636R Page No.: 35 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:38 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  911.192 -58.933 -93.679 -22.933 -36.000 34.746 PK 

2 * 913.013 -58.002 -92.897 -22.002 -36.000 34.895 PK 
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Profile: 2280636R Page No.: 36 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:38 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  911.779 -61.196 -95.870 -25.196 -36.000 34.674 PK 

2 * 913.271 -59.858 -94.657 -23.858 -36.000 34.799 PK 
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Profile: 2280636R Page No.: 19 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:36 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 1804.800 -59.461 -50.713 -29.461 -30.000 -8.748 PK 

2  2707.200 -61.028 -51.434 -31.028 -30.000 -9.594 PK 
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Profile: 2280636R Page No.: 20 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:36 

Limit: ETSI_EN301511_RSE(3m)_GSM900_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 1:GSM900 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  1804.800 -60.496 -51.572 -30.496 -30.000 -8.924 PK 

2 * 2707.200 -60.483 -51.428 -30.483 -30.000 -9.055 PK 
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Profile: 2280636R Page No.: 31 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 34.640 -73.438 -105.446 -37.438 -36.000 32.008 PK 

2  41.620 -75.399 -106.738 -39.399 -36.000 31.339 PK 
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Profile: 2280636R Page No.: 32 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 39.240 -85.432 -105.252 -49.432 -36.000 19.820 PK 

2  45.500 -87.724 -108.872 -51.724 -36.000 21.148 PK 
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Profile: 2280636R Page No.: 33 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  163.850 -70.651 -94.919 -34.651 -36.000 24.268 PK 

2 * 234.050 -66.849 -94.192 -30.849 -36.000 27.343 PK 
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Profile: 2280636R Page No.: 34 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 126.050 -64.433 -94.472 -28.433 -36.000 30.039 PK 

2  290.750 -67.509 -94.315 -31.509 -36.000 26.806 PK 
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Profile: 2280636R Page No.: 35 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:41 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  628.000 -47.125 -78.780 -11.125 -36.000 31.655 PK 

2 * 840.000 -44.099 -78.193 -8.099 -36.000 34.094 PK 
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Profile: 2280636R Page No.: 36 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:41 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  621.000 -47.264 -78.930 -11.264 -36.000 31.666 PK 

2 * 738.000 -45.020 -78.316 -9.020 -36.000 33.296 PK 
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Profile: 2280636R Page No.: 19 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 1283.290 -59.613 -47.449 -29.613 -30.000 -12.164 PK 

2  1453.690 -62.023 -48.512 -32.023 -30.000 -13.511 PK 
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Profile: 2280636R Page No.: 20 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 1281.870 -61.316 -48.965 -31.316 -30.000 -12.351 PK 

2  1476.410 -62.045 -48.682 -32.045 -30.000 -13.363 PK 
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Profile: 2280636R Page No.: 21 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  2467.220 -57.558 -48.021 -27.558 -30.000 -9.537 PK 

2 * 3459.200 -56.924 -49.206 -26.924 -30.000 -7.718 PK 
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Profile: 2280636R Page No.: 22 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  2551.390 -59.226 -50.050 -29.226 -30.000 -9.176 PK 

2 * 3459.200 -56.258 -48.586 -26.258 -30.000 -7.672 PK 
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Profile: 2280636R Page No.: 23 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  1724.723 -74.049 -64.059 -38.049 -36.000 -9.990 PK 

2 * 1734.677 -73.893 -64.232 -37.893 -36.000 -9.661 PK 
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Profile: 2280636R Page No.: 24 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 1724.723 -74.500 -63.721 -38.500 -36.000 -10.779 PK 

2  1731.719 -75.235 -64.599 -39.235 -36.000 -10.636 PK 
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Profile: 2280636R Page No.: 25 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 1743.165 -77.988 -68.602 -41.988 -36.000 -9.386 PK 

2  1744.572 -79.189 -69.848 -43.189 -36.000 -9.341 PK 
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Profile: 2280636R Page No.: 26 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 1744.026 -79.480 -69.083 -43.480 -36.000 -10.397 PK 

2  1745.034 -80.569 -70.191 -44.569 -36.000 -10.378 PK 

 

  



DEKRA Testing and Certification (Suzhou) Co., Ltd. 

No.99 Hongye Rd., Suzhou Industrial Park, Suzhou, 215006, Jiangsu, China  

TEL: +86-512-6251-5088 / FAX: +86-512-6251-5098  

 

Report no.: 2280636R-RF-CE-P05V01 Page 48 / 64 

 

 

Profile: 2280636R Page No.: 27 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 1751.175 -78.003 -68.962 -42.003 -36.000 -9.041 PK 

2  1752.490 -78.582 -69.619 -42.582 -36.000 -8.963 PK 
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Profile: 2280636R Page No.: 28 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 1751.461 -79.911 -69.957 -43.911 -36.000 -9.954 PK 

2  1752.872 -80.912 -71.108 -44.912 -36.000 -9.804 PK 
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Profile: 2280636R Page No.: 29 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 1765.469 -73.151 -64.892 -37.151 -36.000 -8.259 PK 

2  1777.543 -74.537 -65.262 -38.537 -36.000 -9.275 PK 
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Profile: 2280636R Page No.: 30 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 19:40 

Limit: ETSI_EN301511_RSE(3m)_DCS1800_MS(Traffic) Margin: 0 

Probe: CE_1-18G_AMP Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 2:GSM1800 Traffic 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 1763.534 -73.263 -64.588 -37.263 -36.000 -8.675 PK 

2  1779.478 -74.486 -64.953 -38.486 -36.000 -9.533 PK 
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Profile: 2280636R Page No.: 9 

Engineer: Yuliu 

Site:  Time: 2022/09/21 - 09:56 

Limit: 

ETSI_EN301511_RSE(3m)_GSM900&DCS1800_MS_Idle 

Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 3:GSM900 Idle 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 38.060 -73.669 -105.079 -16.669 -57.000 31.410 PK 

2  43.520 -76.199 -106.695 -19.199 -57.000 30.496 PK 
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Profile: 2280636R Page No.: 10 

Engineer: Yuliu 

Site:  Time: 2022/09/21 - 09:56 

Limit: 

ETSI_EN301511_RSE(3m)_GSM900&DCS1800_MS_Idle 

Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 3:GSM900 Idle 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  37.260 -88.294 -106.901 -31.294 -57.000 18.607 PK 

2 * 44.260 -84.651 -105.063 -27.651 -57.000 20.412 PK 
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Profile: 2280636R Page No.: 11 

Engineer: Yuliu 

Site:  Time: 2022/09/21 - 09:56 

Limit: 

ETSI_EN301511_RSE(3m)_GSM900&DCS1800_MS_Idle 

Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 3:GSM900 Idle 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  134.550 -73.867 -96.339 -16.867 -57.000 22.472 PK 

2 * 243.800 -66.712 -93.450 -9.712 -57.000 26.738 PK 
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Profile: 2280636R Page No.: 12 

Engineer: Yuliu 

Site:  Time: 2022/09/21 - 09:56 

Limit: 

ETSI_EN301511_RSE(3m)_GSM900&DCS1800_MS_Idle 

Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 3:GSM900 Idle 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 154.500 -66.679 -95.335 -9.679 -57.000 28.656 PK 
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Profile: 2280636R Page No.: 7 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 09:56 

Limit: 

ETSI_EN301511_RSE(3m)_GSM900&DCS1800_MS_Idle 

Margin: 0 

Probe: CE_1-18G_AMP Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 3:GSM900 Idle 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 1720.000 -72.752 -62.603 -19.752 -53.000 -10.149 PK 

2  2440.000 -73.568 -64.329 -26.568 -47.000 -9.239 PK 
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Profile: 2280636R Page No.: 8 

Engineer: Yuliu 

Site:  Time: 2022/09/21 - 09:56 

Limit: 

ETSI_EN301511_RSE(3m)_GSM900&DCS1800_MS_Idle 

Margin: 0 

Probe: 1-18G AMP-V    Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 3:GSM900 Idle 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 1939.000 -62.890 -62.890 -15.890 -47.000 0.000 PK 

2  2974.000 -63.587 -63.587 -16.587 -47.000 0.000 PK 
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Profile: 2280636R Page No.: 9 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 10:00 

Limit: 

ETSI_EN301511_RSE(3m)_GSM900&DCS1800_MS_Idle 

Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 4:GSM1800 Idle 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 37.560 -72.958 -104.278 -15.958 -57.000 31.320 PK 

2  43.420 -75.228 -105.767 -18.228 -57.000 30.539 PK 
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Profile: 2280636R Page No.: 10 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 10:00 

Limit: 

ETSI_EN301511_RSE(3m)_GSM900&DCS1800_MS_Idle 

Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 4:GSM1800 Idle 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  35.200 -86.593 -105.624 -29.593 -57.000 19.031 PK 

2 * 44.860 -84.697 -105.476 -27.697 -57.000 20.779 PK 
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Profile: 2280636R Page No.: 11 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 10:00 

Limit: 

ETSI_EN301511_RSE(3m)_GSM900&DCS1800_MS_Idle 

Margin: 0 

Probe: CE_30-1G Polarity: Horizontal 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 4:GSM1800 Idle 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  233.350 -66.835 -94.027 -9.835 -57.000 27.192 PK 

2 * 395.800 -66.444 -94.187 -9.444 -57.000 27.743 PK 
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Profile: 2280636R Page No.: 12 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 10:00 

Limit: 

ETSI_EN301511_RSE(3m)_GSM900&DCS1800_MS_Idle 

Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 4:GSM1800 Idle 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 149.750 -65.170 -94.443 -8.170 -57.000 29.273 PK 

2  387.250 -65.826 -93.266 -8.826 -57.000 27.440 PK 
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Profile: 2280636R Page No.: 7 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 10:00 

Limit: 

ETSI_EN301511_RSE(3m)_GSM900&DCS1800_MS_Idle 

Margin: 0 

Probe: CE_30-1G Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 4:GSM1800 Idle 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1 * 149.750 -65.170 -94.443 -8.170 -57.000 29.273 PK 

2  387.250 -65.826 -93.266 -8.826 -57.000 27.440 PK 
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Profile: 2280636R Page No.: 8 

Engineer: Yuliu 

Site: AC6 Time: 2022/09/21 - 10:00 

Limit: 

ETSI_EN301511_RSE(3m)_GSM900&DCS1800_MS_Idle 

Margin: 0 

Probe: CE_1-18G_AMP Polarity: Vertical 

EUT: AC EV SUPPLY EQUIPMENT Power: AC 230V/50Hz 

Note: Mode 4:GSM1800 Idle 

 

No Mark Frequency 

(MHz) 

Measure Level 

(dBm) 

Reading Level 

(dBm) 

Over Limit 

(dB) 

Limit 

(dBm) 

Factor 

(dB) 

Type 

1  2041.000 -74.010 -63.597 -27.010 -47.000 -10.413 PK 

2 * 2647.000 -71.149 -62.228 -24.149 -47.000 -8.921 PK 

 

 

 

 

 

 

 

 

 

 

 

 

 

Note： 

1. The test result is determined based on the RMS result. The detection method of the test process is PK. When the 

margin is less than 6dB, the RMS test will be performed. 

2. " * ", means this data is the worst emission level. 

3. Measurement Level = Reading Level + Factor(Probe+Cable-Amp). 
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5 SETUP PHOTO AND EUT PHOTO 

Remark: The test setup photo and EUT photo please see appendix. 

 

 

 
 

The End 

 

 
 




